1", 1-1/2", OR 2"
WATER SERVICES:

K-COPPER TO METER
100' SECTIONS FOR PIPE ≤ 1-1/2"
60' SECTIONS FOR 2" PIPE
NO COUPLINGS IN STREET

CURB STOP IN CURB BOX WITH
48" OF COVER ON SERVICE

METER PIT (SEE DETAILS)
LOCATED AS CLOSE AS
PRACTICAL TO CURB STOP

4" SANITARY LATERAL
(SINGLE FAMILY)
6" SANITARY LATERAL
(COMMERCIAL)

SEE TIE-IN DETAILS

3" OR LARGER
WATER SERVICES:

CLASS 51 DUCTILE IRON
RESTRAINED JOINTS TO METER

TO METER PIT OR INSIDE METER
(SEE NOTE 4)

4" SANITARY LATERAL
(SINGLE FAMILY)
6" SANITARY LATERAL
(COMMERCIAL)

SEE TIE-IN DETAILS

NOTES:
1. CONTACT MCES FOR COURSE OF ACTION FOR ANY
   SITUATION NOT COVERED IN HANDBOOK
2. SHUTOFF VALVE REQUIRED IMMEDIATELY AFTER SERVICE
   ENTERS BUILDING
3. PICKUP OF 3/4" SERVICE IS ONLY PERMITTED IF
   K-COPPER AND EXISTING STUB WERE INSTALLED AS
   PART OF A MAIN LINE EXTENSION
4. INSIDE METER MUST MEET ALL REQUIREMENTS PER MCES
   RULES AND REGULATIONS

MONTGOMERY COUNTY
ENVIRONMENTAL SERVICES

TYPICAL SERVICE
INSTALLATION

SCALE : NONE       DATE : 11/21/2019

15099-27       JANUARY 2019